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PLASTICOLOR MESS- UND REGELTECHNIKPLASTICOLOR MESS- UND REGELTECHNIK

EINSATZBEREICH
Die PLASTICOLOR Mess- und Regeltechnik  

wird in allen Bereichen der kunststoff - 
verarbeitenden Industrie eingesetzt, z. B.:

• Kabelherstellung
• Flachextrusion
• Blasfolienextrusion
• Profilextrusion
• Rohrextrusion
• Hohlkörperblasen

Die Anwendungsmöglichkeiten der 
Gravimetrie und der damit verbun-
denen Mess- und Regeltechnik sind 
vielfältig. 

Sie dienen der Verbesserung 
der Produktqualität, der Material-
einsparung und gewährleisten ein 
optimales Schichtdickenverhältnis  
in Coextrusionsprozessen.

Es stehen verschiedene Regel-
strategien zur Verfügung, z. B.
• Mengen-Regelung
• Meter-Gewichts-Regelung
• Flächen-Gewichts-Regelung
• An- und Abfahr-Regelung.

PLASTICOLOR-Trichterwaagen und 
die PPM-Steuerung können über 
alle gängigen Feldbussysteme an 
übergeordnete Steuerungssysteme 
angeschlossen werden.

Eine Integration der Systeme – und 
ein damit verbundenes Upgrade 
auf die neueste Generation der 
Mess- und Regeltechnik – in ältere/
bestehende Extrusionsanlagen ist 
problemlos möglich. 

Vorhandene Dosiersysteme  
(PLASTICOLOR oder andere  
Fabrikate) können ebenfalls integriert 
werden.

1  Trichterwaagen 80 u. 120 mit Kegelventil

2   Durchsatzerfassung mit Trichterwaage 80

3   Durchsatzerfassung mit Trichterwaage 80 und Vorratstrichter

4  Durchsatzerfassung mit Trichterwaage 80, Vorratstrichter und Saugförderer

5   Durchsatzerfassung mit Trichterwaage 120, Vorratstrichter und Saugförderer

PLASTICOLOR THROUGHPUT MEASUREMENT SYSTEMSPLASTICOLOR THROUGHPUT MEASUREMENT SYSTEMS

FIELD OF 
APPLICATION

PLASTICOLOR measuring and control equipment is used in all 
areas of the plastic processing industry, for example:

• Cable manufacturing
• Blown film extrusion
• Pipe extrusion
• Die cast extrusion
• Profile extrusion
• Blow moulding

Gravimetric analysis and the measu-
ring and control equipment asso-
ciated with it, offer a wide spectrum 
of possibilities. They are used to 
improve the quality of products, 
save materials and ensure an ideal 
layer thickness ratio in co-extrusion 
processes.

A number of control strategies are 
available, for example:
· quantity control
· meter-weight control
·  G.S.M. (Gramme per square metre 
control)

· ramp-up and ramp-down control.

PLASTICOLOR weigh hoppers and 
the PPM controller can be connec-
ted to master control systems via all 
popular field bus systems.

The systems can be easily integrated 
into older/existing extrusion sys-
tems which, in effect, upgrades your 
system to the newest generation of 
measuring and control technology. 

Existing dosing systems (PLASTI-
COLOR or other brands) can also be 
integrated.

1  Weigh hoppers 80 u. 120 with cone valve

2  Throughput measurement system with weigh hopper 80

3  Throughput measurement system with weigh hopper 80 and storage hopper

4  Throughput measurement system with weigh hopper 80, storage hopper and hopper loader

5  Throughput measurement system with weigh hopper 120, storage hopper and hopper loader
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PLASTICOLOR MESS- UND REGELTECHNIKPLASTICOLOR MESS- UND REGELTECHNIK

FUNKTIONSWEISE  
DURCHSATZERFASSUNG

Eine PLASTICOLOR Durchsatzerfassung  
besteht aus:

· Trichterwaage (3)
· Halsstück-Rohr mit seitlicher Entleerung (4)
· Adapter passend zum Maschineneinlauf (5)

Über dem Vorratstrichter der Durchsatz-
erfassung kann ein PLASTICOLOR- 
Saugförderer (1) eingesetzt werden.

In Verbindung mit einem IPC können alle  
relevanten Daten erfaßt, angezeigt, ausge-
wertet und gedruckt werden.

Die Durchsatzmessung ist leicht mit einer 
bereits vorhandenen PLASTICOLOR- 
Mischanlage zu kombinieren. Anbindung auch 
über Feldbus-Systeme (Modbus, Profibus  
etc.) möglich. 

Steuerungen für  
Durchsatzerfassung

 · PPM-Steuerungssystem
 ·  Anschluss an alle gängigen  

Bus-Systeme (Modbus, Profibus etc.) 
möglich.

1  Saugförderer

2  Vorratstrichter

3  Trichterwaage

4  Halsstück

5  Adapter

6  Produktionsmaschine

PLASTICOLOR Trichterwaagen werden sowohl  
auf Extrudern als auch auf Dosiergeräten  
(Einzelgerät, Chargendosiergerät oder in  

gravimetrischen Mischanlagen) eingesetzt.

Zur Ermittlung des Masse-Durchsatzes wird  
der Gewichtsverlust pro Zeiteinheit festgestellt.  

Die über das „Loss-In-Weight“-Verfahren  
gewonnenen Werte können als Bezugspunkte zur 

Korrektur der Stellgrößen für Extruder/Abzug  
oder Dosiergerät dienen. 

 
Das „Loss-In-Weight“- System zeichnet sich  

durch schnelle Reaktionszeiten aus.

Gewicht Befüllung

Permanente
Gewichts-
information

Zeit

Lieferprogramm Ventiltrichterwaage
 Leistung   Volumen Ventil-Querschnitt

 300 l/h 8 l 80 mm
 600 l/h 17 l 80 mm 
 1100 l/h    29 l 80 mm
 1100 l/h 29 l 120 mm
 1800 l/h 46 l 80 mm 
 1800 l/h     46 l  120 mm
 2800 l/h     69 l  120 mm

Gewicht Befüllung

Permanente
Gewichts-
information

Zeit

Lieferprogramm Ventiltrichterwaage
 Leistung   Volumen Ventil-Querschnitt

 300 l/h 8 l 80 mm
 600 l/h 17 l 80 mm 
 1100 l/h    29 l 80 mm
 1100 l/h 29 l 120 mm
 1800 l/h 46 l 80 mm 
 1800 l/h     46 l  120 mm
 2800 l/h     69 l  120 mm

PLASTICOLOR THROUGHPUT MEASUREMENT SYSTEMSPLASTICOLOR THROUGHPUT MEASUREMENT SYSTEMS

FUNCTION

A PLASTICOLOR throughput measurement 
system consists of the following:

· Weigh hopper (3)
·  Neckpiece tube with quick discharge at the 

side (4)
· Adapter that matches the machine feed (5)

It is possible to mount a PLASTICOLOR  
hopper loader (1) on the storage hopper of 
the throughput measurement.

In connection with an IPC, it is possible to 
record, display, evaluate and print all relevant 
data. 

The throughput measurement can be com-
bined easily with an existing PLASTICOLOR 
mixing station. Can also be connected via field 
Bus systems (Modbus, Profibus etc.).

Control for throughput
measurement systems

 · PPM Control System
 ·  Connection via field Bus systems 

(Modbus, Profibus etc.) is possible

1  Hopper loader

2  Storage hopper

3  Weigh hopper

4  Neckpiece

5  Adapter

6  Production machine

PLASTICOLOR weigh hoppers are used on extrusion 
lines as well as on dosing units (single unit, batch 

dosing unit or in gravimetric mixing stations).

To determine the mass flow rate, the reduction of 
weight is recorded for each time unit. The values 

measured via the “Loss-In-Weight” procedure will be 
used as reference points for correcting the RPM of 

the extruder/ haul-off or the dosing unit. 

One of the advantages of the “Loss-In-Weight”  
system is the fast responding times.

Weight Filling

Permanent
weight
information

Time

Delivery program for the weigh hopper
 Output   Volume  Valve cross-section

 300 l/h 8 l 80 mm
 600 l/h 17 l 80 mm 
 1100 l/h    29 l 80 mm
 1100 l/h 29 l 120 mm
 1800 l/h 46 l 80 mm 
 1800 l/h     46 l  120 mm
 2800 l/h     69 l  120 mm

Weight Filling

Permanent
weight
information

Time

Delivery program for the weigh hopper
 Output   Volume  Valve cross-section

 300 l/h 8 l 80 mm
 600 l/h 17 l 80 mm 
 1100 l/h    29 l 80 mm
 1100 l/h 29 l 120 mm
 1800 l/h 46 l 80 mm 
 1800 l/h     46 l  120 mm
 2800 l/h     69 l  120 mm
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PLASTICOLOR MESS- UND REGELTECHNIK

Beispielgrafik

Regelung von Co-Extruder 1 bis n-fach und Abzug

Regelung von 1 bis n-fach Mischanlagen mit  
je 2-8 Komponenten

Beispielgrafik

Regelung von Extruder und/oder Abzug

Beispielgrafik

Regelung von Dosiergerät oder Extruder

REGELUNG

wählbare Bedienung für Eingabe Soll-Werte / Ausgabe Ist-Werte

wählbare Bedienung für Eingabe Soll-Werte / Ausgabe Ist-Werte

Anschluss  
an alle  
gängigen  
Bus- 
Systeme

Anschluss  
an alle  
gängigen  
Bus- 
Systeme

Anschluss  
an alle  
gängigen  
Bus- 
Systeme

PLASTICOLOR THROUGHPUT MEASUREMENT SYSTEMS

Sample graphic

Controlling of 1 to n co-extruders and haul-off

Controlling of 1 to n mixing stations with  
2-8 components each

Sample graphic

Controlling an extruder and/or haul-off

Sample graphic

Controlling a dosing unit or extruder

CONTROLLING

Selectable options for entering target values / displaying actual values

Selectable options for entering target values / displaying actual values

Connec-
tion to all 
standard
Bus- 
Systems 
possible

Connec-
tion to all 
standard
Bus- 
Systems 
possible

Connec-
tion to all 
standard
Bus- 
Systems 
possible
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